
All Vista luminaires are MADE IN THE U.S.A.
In an effort to improve product design U.S.T.E., Inc. reserves the right to modify the specifications of this fixture.

16 12-VOLT SERIES  |  UP & ACCENT LIGHTS 17VISTA LANDSCAPE LIGHTING 

HOUSING/SHROUD

»» Die-cast
»» Copper-free aluminum
»» Silicone O-ring gasket
»» Superior weather-tight seal

FINISH

»» Polyester powder-coated finish. See ordering information  
for available colors.

LED
»» High output emitters
»» Powered to operated for 50,000 hours 
»» Vista exclusive smart driver
»» Suitable for dimming

OPTICS

»» Mirror finish aluminum reflector
»» Available in narrow spot through wide flood beam spreads

LENS

»» Clear 
»» Tempered
»» Shock- and heat-resistant 
»» Soda-lime glass
»» For optical effect lenses, see ordering information. �NOTE: not all accessories are available for all fixtures. See footnotes below before ordering.

�Fixtures shipped with standard lamp, unless otherwise specified, and with specified mounting hardware. 

3105 Aluminum 13 W max LED
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ELECTRICAL

»» Input voltage range 9-15 VAC 
»» Regulated for uniform illumination throughout the cable run of fixtures
»» Allows for mixing with other halogen fixtures on existing wiring

PHOTOMETRICS

»» For photometric data, see pages 131-149.

MOUNTING

»» Adjustable knuckle with ½” NPT
»» �Injection-molded, reinforced polymer
»» Fixture may be mounted into threaded hubs in junction boxes,  

ground stakes, tree mount boxes, or mounting canopies. 
»» See ordering information for mounting options. For optional mounting 

accessories, see pages 126-127.

FASTENERS

»» Stainless steel fasteners

WIRING

»» Prewired with a three-foot pigtail of 18-2 direct-burial cable  
and underground connectors for a secure connection to the  
supply cable.

ORDERING INFORMATION  Select appropriate choice from each column 	 example: GR-3105-B-4.5-W-MF-HL

Mounting No. Finish Wattage Color Temp. Distribution Lenses/Accessories
GR 	� Ground stake
WR 	� Wall mount canopy
TR	� Tree-mount junction box

3105
3106
3107
3108

B	 Black
Z	 Architectural Bronze
DZ	 Dark Bronze
LZ	 Light Bronze
SB	 Special Bronze
G	 Verde
P	 Pewter
BR	 Architectural Brick
GT	 Granite
TC	 Terracotta
R	 Rust
HG	 Hunter Green
M	 Mocha
WB	 Weathered Bronze
WI	 Weathered Iron
W	 White

4.5
9.5
13

W	 Warm
N	 Neutral
C	 Cool

VNS	 Very Narrow Spot
SP	   Spot
MF	   Medium Flood
WF	   Wide Flood

BD	 Barn Doors
FS	 Full Shield
HS	 Half Shield
HL	 Honeycomb Louver
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LED SPECIFICATIONS        Look for this mark on products where LED options are available. 

        Integrated LED

High Output LED lamp assembly with Vista exclusive smart-driver, powered to operate for 50,000 hours with an operating voltage of 9-15 VAC. 
Minimum Lumen outputs of 350 lm (4.5W), 650 lm (9.5W), and 900 lm (13W).

3106 Aluminum 13 W max LED 3107 Aluminum 13 W max LED 3108 Aluminum 13 W max LED


