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PRODUCT DESCRIPTION

10” Full Bandpass Subwoofer Qty 1

4” Two-Way w/ 0.75” PEI Marine Grade Loudspeaker Qty 4

11” In-grade stake with ½” NPT Qty 4

SUBWOOFER FEATURES

Type Full Bandpass Subwoofer

Woofer 10” Waterproof Cone with Rubber Surround

Frequency Response 40 – 85Hz ± 3 dB

RMS Power Rating @ 8Ω: 200 W

Magnet 33 oz. Ferrite Magnet

SPL 90dB @ 1W/1M

Power Handling 150W

Bass Chamber PVC

Port Tuned Port with Flexible Rubber Elbow

Canopy Acrylonitrile Styrene Acrylate (ASA)

Weight 26 lbs.

Dimensions 12.7” D × 16.7” L
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SATELLITE SPEAKER FEATURES

Type 2-Way Loudspeaker

Woofer 4” PP Waterproof Cone with Rubber Surround

Tweeter 0.75” Marine Grade PEI Dome

Frequency Response 80Hz–20kHz

SPL 87 dB @ 1w/1m

Power Handling 100W

Housing Acrylonitrile Styrene Acrylate (ASA)

Weight 2.66 lbs.

Dimensions 5” D × 7.6” L × 7.7” H
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