
Vista Professional Outdoor Lighting reserves the right to modify the design and/or construction 
of the fixture shown without further notification.

www.VistaPro.com · email@vistapro.com · Fax: (888) 670-VISTA (8478)
1625 Surveyor Avenue · Simi Valley, CA 93063 · (805) 527-0987 · (800) 766-VISTA (8478)

Page 1 of 2
REV 02.14.24

TYPE: MODEL:

PROJECT:

 

PRODUCT FEATURES

Material Aluminum 

Mounting J-Bolt Anchor Assembly

Dimensions 12”  W  x  [ 12” | 18” | 24” ]  H

MODEL STM – D  |  Specification Sheet
Commercial Series  ·  Mounts

MODEL FINISH LENGTH CONFIGURATION

STM B Black 12 12 Inches D Double

Z Architectural Bronze 18 18 Inches

DZ Dark Bronze 24 24 Inches

GT Granite CST Custom Length

W White

BR Architectural Brick

LZ Light Bronze

SB Special Bronze

GG Glossy Gray

R Rust

HG Hunter Green

WB Weathered Bronze

WI Weathered Iron

GM Graphite Metallic

G Verde

P Pewter

M Mocha

OF Olde Finish

ORDERING INFORMATION EXAMPLE: STM-B-24-D

MODEL FINISH LENGTH CONFIGURATION

STM D



7”

2”

1 ½”

Template Bracket
18 ¾”

5”

12”

1”

10”

J-Bolt Anchor Assembly

Final Grade

½” NPT Hub
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MODEL STM – D  |  Specification Sheet
Commercial Series  ·  Mounts

DESCRIPTION:
Double Stanchion Mount is designed for in-grade, wall-mount, and a variety of 
lighting applications.  It can be ordered in 12”, 18” and 24” standard lengths. 
Custom lengths are available.

CONSTRUCTION:
Heavy wall extruded, die-cast and machined aluminum parts.

FINISH:
Powder coat finish available in Black, Architectural Bronze, Dark Bronze, Granite, 
White, Architectural Brick, Light Bronze, Special Bronze, Glossy Gray, Rust, Hunter 
Green, Weathered Bronze, Weathered Iron, Graphite Metallic, Verde, Pewter, Mocha 
and Olde Finish. Custom Powder coat finishes available on request. 

MOUNTING:
Mounted over J-Bolt Anchor Assembly (recessed in concrete).

SPECIFICATIONS

DIMENSIONS
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